
CONSTRUCTION SPECIFICATION



FOUNDATIONS AND 
STRUCTURE

FACADES

ROOFS

FLOORING AND TILING

Foundations using isolated footings and/or 
continuous slab of reinforced concrete.
Reinforced concrete structure comprising 
pillars, beams, caps and ribbed top slabs 
concreted on site. 

The outer facade enclosure will be built from 
1/2 foot single thickness perforated ceramic 
brick wall, with central heat insulation airgap, 
lined internally with double hollow brick, 
rendered and plastered on the interior. The 
planned rendering for the outer facade is a 
single layer of white trowelled mortar. 

Accessible terraces in finished homes with grey ceramic flooring, built with inclines and attached 
monolayer asphaltic waterproofing, thermal insulation according to use requirements, geotextile 
separation sheet and levelling mortar layer.

Non-accessible roofs will be of the inverted type, built with inclines, attached monolayer asphaltic 
waterproofing, extruded polystyrene heat insulation, levelling mortar and surface finish of gravel.

Pitched roofs finished with crimped zinc sheeting in white or similar colour to be decided by the 
Management, with prior insulation and vapour barrier on pitched top slab.

The following series are established, of the 
“SALONI” brand.

For interiors:
A choice of two colours: “PROYECCION 
MARFIL” series. 60x60 cm format. 
“PROYECCION CENIZA” series. 60x60 cm 
format.

For exteriors:
“STONE SYSTEM ONTORIA MARFIL” 
non-slip series.
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SANITARY WARE AND TAPS

KITCHEN

MANSORY AND CLADDING

Sanitary ware ofthe “VILLEROY&BOCH” brand and taps ofthe “HANSGROHE” brand.

The interior distribution of the houses will be 
made by plastered plaster partition and painted 
finish with smooth plastic paint.

The divisions between homes will be made with 
double hollow brick factory and self-supporting 
laminated gypsum laminate, with insulation 
according to uses and finished with smooth 
plastic paint.

ITALIAN DESIGNER kitchen, fully equipped with floor- and wall-mounted cabinets. 
Countertop of “SILESTONE” brand or similar.

Choice of three lacquering colours: White, Grey and Cream. Cabinet doors 
lacquered in a choice of three colours: White, Grey and Beige. 

“SIEMENS” appliances similar, including: Refrigerator, Microwave, Oven, 
Ceramic Induction Hob, Extractor Hood, Sink, Dishwasher, Washing Machine
 and Tumble Dryer (2-year Warranty). 

All appliances are of energy rating A or higher.

Plaster and/or plasterboard dropped ceilings 
in halls/corridors, bathrooms and other areas as 
necessary to conceal the household installations 
(climate control, ventilation, lighting, etc.). 

The dropped ceiling of the toilet housing 
the climate control room will be made from 
removable aluminium slats.

Plain white acrylic paint on floors and ceilings.

MASTER BATHROOM

SECONDARY BATHROOM

“LOOP&FRIENDS” dual wash basin model or similar. 
“TALIS” wash basin tap model or similar.
“OBRERON” bathtub model.
“TALIS” bath/shower mixer tap or similar. 
“SUBWAY 2.O” toilet model or similar.
Countertop for washbasin and mirror.

Wall-mounted wash basin of ”VENTICELLO” model or similar.
“LOGIS” model wash basin taps or similar.
“ONE” model resin shower tray or similar.
“LOGIS” model bath/shower mixer taps or similar.
“RAINDANCE” wall-mounted shower head or similar. Shower 
screen made to measure.
“VENTICELLO “ model toilet or similar. 
Mirror.
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DOORS

WINDOWS

WARDROBE

Reinforced security model for front door, with high-quality anti-crowbar hinges and security locks, with 
the same interior and exterior finish as the interior doors of the home.

Interior doors made from MDF block board, lacquered in white with a smooth finish, including perimeter 
draft excluder strips for sound and heat insulation. 

ITALIAN DESIGNER modular wardrobes 
with hinged/sliding doors, soft-closing 
hinges, rail with dust cover, 30mm thick 
shelves and 22 mm thick doors, finished 
inside with hanger bars, drawers and 
shelves.

Window frames with floor to ceiling height 
sliding panels on terrace/viewing platform, in 
lacquered aluminium with thermal break, of 
the “TECHNAL” brand or similar.

Other window frames in white or grey lacquered 
aluminium with thermal break, of the “TECHNAL” 

brand or similar, sliding or hinged depending on the 
roof, block installation with aluminium slat blinds 
and/or roller blinds depending on the room. 

Double glazing of differing thicknesses, with air gap 
for comfortable climate control.
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INSTALLATIONS

PLUMBING AND DRAINS

CLIMATE CONTROL

ELECTRICAL INSTALLATION AND TELECOMMUNICATIONS

SMART HOME

ALARM

Horizontal and vertical drainage network of PVC drain pipes.
All hot and cold water installations within the home will use cross-linked polyethylene (PEX) piping. 

Hot water will be generated by means of a thermo-dynamic solar panel of the “ENERGYPANEL” 
brand or similar.

Heat pump climate control of “DAIKIN” brand or similar (2-year warranty).
Ducts with full interior and exterior lining.

Integrated independent temperature control system for each room, “AIRZONE” or similar. 

The interior electrical network will be scaled for a high level of electricity usage. 
“NIESSEN” switches in off-white colour, “TACTO” model or similar.
Shared telecommunications infrastructure (ICT) to receive and distribute radio and television 
broadcast signals, including pre-installation for digital platforms, with RTV and TLCA (cable TV) 
sockets in living room, bedrooms, kitchen and terrace.

Basic and ISDN telephone network, with sockets in living/dining room, bedrooms kitchen.

A Smart Home System will be installed, with the following functions: 
Flooding detection with automatic supply cut-off.
Smoke alarm.
Electrical outage warning.
Climate control.

The home will have ALARM PRE-INSTALLATION.
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COMMUNAL AREAS

SECURITY

SPA

WARRANTY

Housing development with perimeter enclosure, with large garden areas of drought-resistant 
plant types.  Network of internal paths within the housing development with numerous VIEWING 
PLATFORMS to enjoy the sea views.

Pedestrian access points with outdoor lighting network for the development using low light 
pollution street lamps and/or light fittings.
“FAIN” or similar lift with cutting-edge technology and safety, automatic doors and premium quality 
finishing.
Motorised garage entrance door, remote control and key-operated.
Master keys for entrance hall, garage door and communal areas. 
BARBECUE area.
Communal WI-FI in housing development and communal areas.

Fully enclosed housing development, protected by VIDEO SURVEILLANCE SYSTEM, with cameras 
around perimeter of the development.

Open-air swimming pool.
Spa with circuit comprising indoor swimming pool, outdoor jacuzzi, sauna, steam bath, changing 
rooms, chill-out area and sun terrace.
Multifunctional room.
Fully equipped gym.

The building has a 10-year warranty covering material damage caused by faults and defects 
affecting structural safety, and a 3-year warranty for material damage caused by faults or defects 
to construction elements or installations affecting habitability. This liability is covered by the 
corresponding insurance policies.

PARKING

Two parking spaces and one storage unit per home.
The garage will have a pre-installation for electric vehicle charging.

VIDEO DOOR ENTRY

“FERMAX” or similar electronic door entry system, with camera at the entrance to the building, 
and a monitor in each of the homes.

N.B.:It should be specified that all finishes or elements described be modified or replaced with 
elements of equal or higher quality through technical decisions, changes to manufacturers’ models, 

technical criteria or changes in the applicable regulations.



Homes built in accordance with the CTE (Technical Building Code), aligned with European 
standards.

EHE-08. Structural Concrete Instruction, as per Royal Decree 1247/2008 and 
Seismic-Resistant Construction Standard NCSE-02, as per Royal Decree 997/2002.

Low-Voltage Electro-technical Regulation as per Royal Decree 842/2002.

Shared telecommunications infrastructure. Royal Decree-Act 1/1998.

Heat installations regulation for buildings, and supplementary technical instructions. 
Royal Decree 1027/2007.

Accessibility: Technical standards for accessibility and elimination of architectural barriers, 
urban planning and transport in Andalusia.

Regulation for the promotion of renewable energy, energy saving and efficiency in 
Andalusia. Decree 169/2011.
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ITC

REBT

WE COMPLY WITH



OURS BRANDS

FLOORING, TILING 
AND PARQUET

CONSTRUCTION SYSTEM AND 
CARPENTRY

BATHROOMS, SANITARY 
WARE AND TAPS

SUNDRY INSTALATIONS

KITCHENS, COUNTERTOPS 
AND APPLIANCES

SUNDRY INSTALATIONS
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N.B.:It should be specified that all finishes or elements described be modified or replaced with 
elements of equal or higher quality through technical decisions, changes to manufacturers’ models, 

technical criteria or changes in the applicable regulations.



Avda. del Higuerón S/N, Complejo Rivera, Casa nº1.

Urb. Reserva del Higuerón, 29639, Benalmádena, Málaga (España)

(+34) 952 569 094

(+34) 669 404 390

ventas@reservadelhigueronprive.com

www.reservadelhigueronprive.com
www.stupahills.es


